
TABLE 1
ETHYLENE OXIDE CONTROL EFFICIENCY

OF AN ETHYLENE OXIDE EMISSION CONTROL DEVICE (CHARCOAL FILTER SYSTEM)
USED TO CONTROL FUGITIVE EMISSIONS FROM A WALL MOUNTED FAN

AT STERIGENICS, INC. IN LOS ANGELES, CALIFORNIA
ON SEPTEMBER 9, 2020

FILTER INLET ETO OUTLET ETO ETO CONTROL AVG CONTROL
NUMBER (1) CONC. (PPM)(2) CONC. (PPM)(3) EFFICIENCY EFFICIENCY

1 5.44 0.52 90.4412
1 5.57 0.50 91.0233
1 5.04 0.91 81.9444 87.80
2 5.29 0.44 91.6824
2 5.27 0.66 87.4763
2 5.39 0.61 88.6827 89.28
3 7.28 1.15 84.2033
3 7.83 0.85 89.1443
3 8.33 1.21 85.4742 86.27
4 10.9 2.41 77.8899
4 11.2 2.32 79.2857
4 11.0 2.67 75.7273 77.63
5 11.4 1.98 82.6316
5 11.5 2.27 80.2609
5 11.9 2.31 80.5882 81.16
6 12.1 2.11 82.5620
6 12.3 2.17 82.3577
6 12.5 2.29 81.6800 82.20
7 12.7 2.38 81.2598
7 12.8 2.49 80.5469
7 13.0 2.56 80.3077 80.70
8 13.3 2.50 81.2030
8 14.3 2.44 82.9371
8 14.5 2.57 82.2759 82.14

Notes:   
(1) - Filter #1 was from 49th St, boiler room exit door
     - Filter #2 was from 49th St, top left side fan near shipping dock
     - Filter #3 was from 49th St, near Chamber 2
     - Filter #4 was from 49th St, near Chamber 9
     - Filter #5 was from 50th St, processed material area, nearest the dock
     - Filter #6 was from 50th St, processed material area, middle
     - Filter #7 was from 50th St, processed material area, furthest from the shipping dock
     - Filter #8 was a new filter
(2) - PPM = parts per million by volume
(3) - 0.01 ppm is the quantification limit for the detector used at the outlet.
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